











(5)CLEANING AND MAINTENANCE

To ensure the hob can be used properly, the clearance and maintenance is necessary.
Keep the hole of burner cap and gas flow not to be stuff. Keep the electrode and thermocouple

clear. Before clearing and maintenance, shut off the gas supply and let all parts cold.

Wash burner caps, burner, electrode, thermocouple and trivets with mild detergent
when they're dirty. Then put them back to their proper position. Use steel wire to clear
the dirt in the burner cap. When the top plate get dirty, never use any sharp or hard brush

but only sponge brush with mild detergent to clean them.

To check the gas tube often, and change new gas tube for every two years.
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(6)TROUBLE-SHOOTING GUIDE

Trouble Cause Remedy
Gas supply is not opened Turn on the gas O
Gas type is bent or crushed. Straighten or changing the tube @)
Short of gas supply Replace it O
: P . Repeat igniting operation until all
A th
Burners can T remaims i the gas piping air in the piping is purged out. O
not be ignited. Electrode not in right position | Adjust it's position AN
Small spark when ignition
operati(?n & Clear the Electrode @)
Out off battery Replace or install the battery O
Electrode broken Replace the ignition electrode A
Thermocouple dirty, broken, Clear or replace it, or adjust it's A
or not in right position position
. Electromagnet valve broken Replace it A
Flame is
extinguished | valve broken Replace it A
Uneven flame in thermocouple | Adjust the damper O
Cracks or holes in Gas pipe Replace it with a new one A\
The main flame of burners is (Ignite again after the gas is clear in e)
Gas leakage not ignited the air.
(or smell of gas) |Gas valve is not well sealed Replace gas valve A
I§re:ll<1:ng packing for gasvalve is Replace the sealing packing. O
Flame not regular Burner cap not in proper positior] Put it to proper position O
Week flame Gas pressure not enough Check the gas flow /\
Flame easy to fall Damper hole is too big Adapt the damper O
Long and yellow flame|Damper hole is too small Adapt the damper O
Uneven flame Hole for burner cap is stuff Clear the hole O

Remark: Trouble with mark O “can be solved by final users. Trouble with “/\”must be

repaired by technical people.If final user can not solve problem according to above guide,

call our after-sale service.
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